


e Provide a concise project description in the following box (one page maximum).
Include the significant aspects of the project and their relationship to the judging
criteria.

The centerpiece of I.M. Pei's masterful East Building is the stunning main atrium
skylight, which nests groupings 3D pyramid shaped glass panels together to
cover the 16,000 sqg-ft space. Restoration efforts focused on replacing the
dozens of individual glass panels and restoring the tubular aluminum structural
frame.

Plan B was asked to design a rail system to support a series of work platforms
that could act as access and material staging for workers, transport debris and
new material to/from the work area, and also support mini cranes needed to
remove the large glass panels and reset restored ones.

To do this, panB decided to land the rail system on a series of space frame
"nodes" that were located at the apex of the pyramid shaped space frame
modules. The rail beams "clamped" onto the nodes without the need for field
welding or bolting. Working closely with the EOR to limit the weight of the
system and with the contract to limit the complexity of on-site erection, light W21
sections were chosen as the primary rail members. One complication that arose
was that the required bracing to the W21's blocked access to some skylight
panels. Thus, a sequence was provided to swap braces in and out as the
project moved along.

The design and layout of the moving platforms had to be coordinated with the
contractor, glazing sub, and supplier of mini cranes. The pick radius was limited
by the weight of crane permitted by the EOR to be supported by the space
frame, so a sequence of platform positioning and a strategy of allowing the
cranes to "daisy chain" themselves onto different platforms as work progressed.
Ultimately, the system successfully eliminated the need for prolonged street
closures for mobile cranes and provided much needed space for staging on the
congested site.

With limited access to the atrium, a material hoist was also needed for worker
and material access. Located in a small courtyard adjacent to the atrium, a
custom systems scaffold tower was designed to support a material hoist that
had no ties to the building (lateral ties were not permitted because the facade
recently underwent a high profile restoration). Using a steel dunnage mat and
concrete counterweights, the scaffold "cage" was successful designed to fit in
the odd geometry of the courtyard and have a "hole" in the middle for a
transport platform. Ultimately, this transport platform delivered all new glass
panels to the roof top and brought all debris to grade without the need for large
ground base mobile cranes.




The following 5 pages (maximum) can be used to portray your project to the
awards committee through photos, renderings, sketches, plans, etc...
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